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IS5 PAGE: lof2
RCCUCLEHG ZLANT CANCELS: NZ
SEATTLE DATE:

TN % LT3 RSN
L2 Talc We&al 202 19.32 A0
220 Limestone \“a iting 64, 41 2CC0
045 Asbestos - '?%‘E_? 7,73 240
L4E Tizancx RCHTX \'\_ 1.15 37
019 Amijel B Q12 \ .97 30
0B4 Casein 5.32 165 L
Q25 Ammonium Oxzlate {——L__._____&S 15
156 Hydrated Lime } / .19 6
430 Sodium Tripolyphosghate ™, L1e 6
453 Troysan PMA 20SEP d .10 3
282 Ocor Mask - .10 3 ooz
073 Cellosize T JC .10 3

TOTAL 1GC.00 3105,19
\
MANUFACTURING INSTRUCTIONS: \
1, See Process Bulletin J-207, \
2. Mixing time shall be & minutes minimum and 12 minutes maximum.
QUALITY CONTROL:
™-1  Viscosity, 100 gm Cone @ 5 see, \\,\ © 40 - 50 om
T™M-3A  Bond \‘\‘ Equal to Standard
|

TM-21 Todine Color Test - Violet

N - Blue to
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PROLCUCT S?EBEFICATZOI\.’S:
Test Method
-1 Viscosity, 100 gm Cone @ 5 sec, 40 - 50 zm
200 gm to 120 cc water
TM-14 Viscosity (mizing vater of 95 ce/ 10,300 - 14,000
100 gm} cps
\\
TM=~2 pH (Corning meter) 8,2 =0 2.8
TM-28 Indicator Paper 7.0 w0 8.5
TN-34 Bond @ 70°F Satisfacicry
™-13 Reflectance (%) 81l to &5
TM-17 Application Equal o Stsndard
TM-18 Water Resistance [minutes) 15 minimum
TM-19 Settling (inches) 3/16" maximos
TM-20 Cracking No cracis
™™-25 Normal Application Consisterncy, ce 20 to 100
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